
Wall Lamp

Safety Warnings
INSTRUCTION MANUAL

This product is only suitable for connection to a 240V~50Hz supply in accordance with current IEE wiring 
regulations. It should be installed in accordance with local building regulations and is for domestic ceiling use only. 

the appropriate circuit breaker before commencing installation.
This is a Class II  product. It does not  

This product has special protection against the ingress of water, and is rated IP44. If the glass or diffuser is broken 
or cracked it must be replaced, please consult your retailer. This is the symbol which denotes this requirement: 

This light may be installed in Zones 1 and 2 and Outside Zones of a bathroom where water jets are not used 
for cleaning purposes. 
Regulations and the Building Regulations. An electrician must be 
consulted if in any doubt about your own competency or meaning 

If you are in any doubt about your competence please consult a 

render the product unsafe.
Allow 10 minutes to cool before replacing, adjusting or cleaning.

Assembly/ User Instructions
Before you start

the product is fully assembled as illustrated before use. This light fitting is not suitable for use with a dimmer switch.
The Light pack contains:

Terminal connection block(s).

The following tools may be required:

Electric drill and assorted drill bits.
Wire strippers.
Electrical insulation tape.
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1. 
connections. Ensure there is a solid mounting surface, preferably a wooden joist or joist bridge to support the 

2. 

3. 
NOTE: This is a Class II 
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Assembly/ User Instructions Continued
4. Please note: 

Please ensure the drain hole is always on the downward 
facing side.

5. 
6. Turn on the power and test.
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