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screws. light is now ready for use.

Recycling advice

Safety information

We recommend cleaning with a soft dry cloth.

damage the finish.

mains and allow the bulb to cool before handling. 

indicated on the fitting.

touching the bulbs as this will shorten their life.

Insert the new bulb gently into the fitting. Turn it until 

Fitting/replacing bulbs

35W GU10
Mains Halogen

power
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Warning

This is a Class 1 product and must be earthed.

Please read these instructions carefully before 

electrician.

Install in accordance with IEE Wiring regulations and 

before installing or maintaining this fitting. Ensure 

This light fitting should be connected to a fused circuit.

the connections.

When changing a bulb, always switch off at the mains 

and allow the old bulb to cool down before handling.  

with household waste. Please recycle where facilities 

touching.

Please ensure that this light is mounted out of arms 
reach and out of the reach of children.

Specification
Voltage: 220-240V~ 50Hz 

2 x Max. 35W GU10 (required)
IP rating: 20

Layout

Installation

way:

Wiring

Check that...

The connections are tight.

ensuring the cables will reach the distance between 
the junction box and the light fitting

cause a hazard. Position cables and junction boxes 

sectional area of 1.0mm²

Please ensure that this light is mounted out of arms 
reach and out of the reach of children.

existing fitting, carefully note the position of each set 
of wires.
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